6. SIZES AND PERFORMANCES

6.1 Standard Sizes

The Yokohama Pneumatic Rubber Fenders are available in the following sizes, which
are generally expressed in terms of diameter by length.
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Fig.6-2 Standard Sizes of Yokohama Pneumatic Rubber Fender
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6.2 Performance Table

6.2.1 Pneumatic 50 (Metric)

Table 6-1(a) Pneumatic 50 Standard Sizes

Weight of Net Type (Type I)

ST Reaction|  Hull Weight
. . Initial | Ee9Y Force |Pressure Safety .| Approx. of
Nominal Size Internal | A0SOPI00 | e | ot GEA Valve | Testing Fender | APProx. Weight of Net | gjing
Pressure GEA Setting | Pressure Body Type
: pressie Weight [ Chain | Wire | Synthetic| (Type )
Diameter X Length E R p Net Net | Fiber Net

(mm X mm) | (kNm) | (kNm) | (kN) | (kPa) | (kPa) | (kPa) | (kg) | (kg) | (kg) | (kg) | (kg)
500 X 1000 50 6 64 132 - 200 22 110 30 20 32
600 X 1000 50 8 74 126 - 200 25 120 30 22 36
700 X 1500 50 17 137 135 - 200 45 150 40 37 55
1000 X 1500 50 32 182 122 - 200 73 200 80 51 98
1000 X 2000 50 45 257 132 - 200 88 220 140 57 113
1200 X 2000 50 63 297 126 - 200 131 320 190 68 156
1350 X 2500 50 102 427 130 - 200 200 350 200 - 240
1500 X 3000 50 153 579 132 - 200 250 530 350 - 290
1700 X 3000 50 191 639 128 - 200 290 580 440 - 330
2000 X 3500 50 308 875 128 - 200 405 960 640 - 465
2500 X 4000 50 663 | 1381 137 175 250 902 | 1240 910 - 1080
2500 X 5500 50 943 | 2019 148 175 250 1090 | 1850 | 1160 - 1320
3300 X 4500 50 1175 | 1884 130 175 250 1460 | 1710 | 1270 - 1840
3300 X 6500 50 1814 | 3015 146 175 250 1870 | 2570 | 1910 - 2250
3300 X 10600 50 3067 | 5257 158 175 250 2560 | 4660 | 3300 - 3060

4500 X 9000 50 4752 | 5747 146 175 250 | 3940 | 5390 | 3520 - -

4500 X 12000 50 6473 | 7984 154 175 250 | 4790 | 6990 | 5190 - -

Table 6-1(b) Pneumatic 50 Popular Non Standard Sizes

s | Weight of Net Type (Type I) -
Nominal Si il | E¥9 | Foce |pressure| oo - | Approx. of
ominal Size | Abzoglon o GEA | a1 GEA Sveinl:g F;E:tsl[]?e Fender | APProx. Weight of Net | gjing
Pressure Body Type
: pressie Weight [ Chain | Wire | Synthetic| (Typel)
Diameter X Length E R p Net Net | Fiber Net
(mm X mm) | (kNm) | (kNm) | (kN) | (kPa) | (kPa) | (kPa) | (kg) | (kg) | (kg) | (kg) | (kg)
400 X 1500 50 6 87 151 - 200 23 - - - 33
600 X 1200 50 10 93 132 - 200 28 - - - 39
800 X 1200 50 16 116 122 - 200 48 240 - - 58
1200 X 1800 50 55 262 122 - 200 123 310 - - 148
1350 X 3500 50 152 641 141 - 200 255 600 - - 295
1500 X 2500 50 123 464 126 - 200 221 440 - - 261
2000 X 3000 50 255 727 122 - 200 367 900 - - 427
2000 X 4500 50 418 | 1188 137 - 200 480 | 1200 - - 540
2500 X 7700 50 1350 | 2951 157 175 250 1370 | 3020 - - 1600
3300 X 8600 50 2443 | 4138 154 175 250 | 2220 | 3710 - - 2720
4500 X 6400 50 3238 | 3796 133 175 250 | 3400 | 3900 - - -

Note: 1. Figures on the table comply with requirements of ISO17357.
2. Weight of fender body and net may vary +10%.
3. Special sizes are available upon request.
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6.2.2 Pneumatic 80 (Metric)

Table 6-2(a) Pneumatic 80 Standard Sizes

Weight of Net Type (Type I)

Guarateed o tion |l G
. . Initial | EM€OY Force |Pressure Safety .| Approx. of
Nominal Size Internal Absorption S EEn | e Valye Testing Fender Approx. Weight of Net Sling
Pressure GEA Setting | Pressure Body Torss
: pressie Weight [ Chain | Wire | Synthetic| (Type )
Diameter X Length E R p Net Net | Fiber Net
(mm x mm) | (kNm) | (kNm) | (kN) | (kPa) | (kPa) | (kPa) | (kg) | (kg) | (kg) | (kg) | (kg)
500 X 1000 80 8 85 174 - 250 24 110 30 20 34
600 X 1000 80 11 98 166 - 250 27 120 30 22 38
700 X 1500 80 24 180 177 - 250 47 150 40 37 57
1000 X 1500 80 45 | 239 160 - 250 76 200 80 51 101
1000 X 2000 80 63 | 338 174 - 250 92 220 140 57 117
1200 X 2000 80 88 390 166 - 250 135 320 190 68 160
1350 X 2500 80 142 561 170 - 250 205 350 200 - 245
1500 X 3000 80 214 761 174 - 250 277 530 350 - 317
1700 X 3000 80 267 840 168 - 250 316 580 440 - 356
2000 X 3500 80 430 | 1150 | 168 - 250 413 970 690 - 473
2500 X 4000 80 925 | 1815 | 180 230 300 | 1010 | 1250 910 - 1190
2500 X 5500 80 1317 | 2653 | 195 230 300 | 1230 | 1860 | 1170 - 1460
3300 X 4500 80 1640 | 2476 | 171 230 300 | 1720 | 1720 | 1280 - 2090
3300 X 6500 80 2532 | 3961 191 230 300 | 2200 | 2580 | 1990 - 2570
3300 X 10600 80 4281 | 6907 208 230 300 3030 | 4660 | 3300 - 3520
4500 X 9000 80 6633 | 7551 192 230 300 4380 | 5440 | 3580 - -
4500 X 12000 80 9037 | 10490 | 202 230 300 5330 | 7030 | 5230 - -
Table 6-2(b) Pneumatic 80 Popular Non Standard Sizes
e . Weight of Net Type (Type I) -
. . Initial Energy Force |Pressure Safety .| Approx. of
Nominal Size Internal Absorption S | e Valye Testing Fonder Approx. Weight of Net Sling
Pressure GEA Setting | Pressure Body T
: pressite Weight [ Chain | Wire | Syntnetic|Tye T
Diameter X Length E R p Net Net Fi}{)er Net
(mm X mm) | (kNm) | (kNm) | (kN) | (kPa) | (kPa) | (kPa) | (kg) | (kg) | (kg) | (kg) | (kg)
400 X 1500 80 9 114 199 - 250 24 - - - 34
600 X 1200 80 14 122 174 - 250 30 - - - 41
800 X 1200 80 23 153 | 160 - 250 50 240 - - 60
1200 X 1800 80 77 344 160 - 250 127 310 - - 152
1350 X 3500 80 213 842 | 185 - 250 261 600 - - 301
1500 X 2500 80 171 610 166 - 250 244 440 - - 284
2000 X 3000 80 356 955 160 - 250 375 900 - - 435
2000 X 4500 80 584 | 1560 179 - 250 488 | 1210 - - 548
2500 X 7700 80 1884 | 3876 206 230 300 1550 | 3030 - - 1780
3300 X 8600 80 3410 | 5437 202 230 300 2620 | 3710 - - 3110
4500 X 6400 80 4518 | 4988 174 230 300 3760 | 3910 - - -

Note: 1. Figures on the table comply with requirements of ISO17357.
2. Weight of fender body and net may vary +=10%.
3. Special sizes are available upon request.
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6.2.3 Pneumatic 50 (U.S. Customary)

Table 6-3(a) Pneumatic 50 Standard Sizes

e Weight of Net Type (Type I) e
. . initial | 0 Force |Pressure Safety . |Approx. of
Nominal Size intemal | BP0 o GEn |t GEA | oo | oo | Fender| APPTOX. Weight of Net | gjing
GEA Setting | Pressure
Pressure oressure Body Type
Diameter X Length E R p Weight C’Qg{n V[ijlié? ?ﬂ:‘ﬂ; (Type 1)
(ft X ft) (mm X mm) | (kips) | (kips) | (kips) |(kips/it})| (psi) | (psi) | (Ibs) | (Ibs) | (lbs) | (Ibs) | (lbs)
16X 3 500 X 1000 7.3 4.4 14.4 | 2.72 - 29.0 49 | 243 66 44 71
2X 3 600 X 1000 7.3 5.9 16.7 | 2.59 - 29.0 55| 265 66 49 79
23X 5 700 X 1500 7.3 125 | 30.8 | 2.78 - 29.0 99| 331 88 82 121
3X 5| 1000 X 1500 7.3 23.6 | 41.0 | 2.51 - 29.0 161 441 176 | 112 216
3 X 7| 1000 X 2000 7.3 33.2 | 57.8 | 2.72 - 29.0 194 | 485 309 | 126 249
4 X 7| 1200 X 2000 7.3 46.5 | 66.8 | 2.59 - 29.0 289 706 419 | 150 344
44X 8| 1350 X 2500 7.3 75.3 | 96.1 | 2.67 - 29.0 441 772 441 - 529
5X 10 | 1500 X 3000 7.3 113 130 | 2.72 - 29.0 551 | 1169 772 - 639
5.6 X 10 | 1700 X 3000 7.3 141 144 | 2.63 - 29.0 639 | 1279 970 - 728
7 X 12 | 2000 X 3500 7.3 227 197 | 2.63 - 29.0 893 | 2117 | 1411 - 1025
8 X 13 | 2500 X 4000 7.3 489 | 311 2.82 | 254 | 36.3 | 1989 | 2734 | 2007 - 2381
8 X 18 | 2500 X 5500 7.3 696 | 454 | 3.04 | 25.4 | 36.3 | 2403 | 4079 | 2558 - 2911
11 X 15 | 3300 X 4500 7.3 867 | 424 | 2.67 | 25.4 | 36.3 | 3219 | 3771 | 2800 - 4057
11 X 21 | 3300 X 6500 7.3 | 1339 | 678 | 3.00 | 25.4 | 36.3 | 4123 | 5667 | 4212 - 4961
11 X35 | 3300 X 10600| 7.3 | 2264 | 1183 | 3.25 | 25.4 | 36.3 | 5645 |10275 | 7277 - 6747
15X 30 | 4500 X 9000 7.3 | 3507 | 1293 | 3.00 | 25.4 | 36.3 | 8688 (11885 | 7762 - -
15X 40 | 4500 X 12000, 7.3 | 4777 | 1796 | 3.17 | 25.4 | 36.3 |10562 15413 (11444 - -

Table 6-3(b) Pneumatic 50 Popular Non Standard Sizes

Weight of Net Type (Type I)

Guaranteed

i Weight
: : inital | e R,Sg:?:f ' Prgsusllljre Safety . |Approx. i?
Nominal Size Internal | Absorpton oAl s GEA Valye Testing Fender| APProx. Weight of Net | gjing
Pressure GEA Setting | Pressure Body T
: pressiie Weight | Chain | Wire |Synthetic (Type 1)
Diameter X Length E R p Net | Net Fi}{)er Net
(ft X ft) | (mm X mm) | (kips) | (kips) | (kips) |(kips/ft})| (psi) | (psi) | (Ibs) | (Ibs) | (lbs) | (Ibs) | (lbs)
13X 5 400 X 1500 7.3 44 | 19.6 | 3.1 - 29.0 51 - - - 73
2X 4 600 X 1200 7.3 74 | 209 | 2.72 - 29.0 62 - - - 86
26X 4 800 X 1200 7.3 11.8 | 26.1 | 2.51 - 29.0 10 | 529 - - 128
4X 6| 1200 X 1800 7.3 40.6 | 59.0 | 2.51 - 29.0 271 684 - - 326
4.4X12 | 1350 X 3500 7.3 112 | 144 | 2.90 - 29.0 562 | 1323 - - 650
5X 8| 1500 X2500 | 7.3 | 90.8 | 104 | 2.59 - 29.0 | 487 | 970 - - 576
7 X10 | 2000 X 3000 | 7.3 188 | 164 | 2.51 - 29.0 | 809 | 1985 - - 942
7 X 15 | 2000 X 4500 7.3 309 | 267 | 2.82 - 29.0 | 1058 | 2646 - - 1191
8 X 25 | 2500 X 7700 7.3 996 | 664 | 3.23 | 25.4 | 36.3 | 3021 | 6659 - - 3528
11 X 28 | 3300 X 8600 7.3 | 1803 | 931 | 3.17 | 25.4 | 36.3 | 4895 | 8181 - - 5998
15X 21 | 4500 X 6400 7.3 | 2390 | 854 | 2.74 | 25.4 | 36.3 | 7497 | 8600 - - -

Note: 1. Figures on the table comply with requirements of ISO17357.
2. Weight of fender body and net may vary £10%.
3. Special sizes are available upon request.
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6.2.4 Pneumatic 80 (U.S. Customary)

Table 6-4(a) Pneumatic 80 Standard Sizes

ot Weight of Net Type (Type 1) ——
. . Initial Energy Force |Pressure Safely .| Approx. of
Nominal Size Internal | ASOPION | e | GEA Va|Y9 Testing Fender| APProx. Weight of Net | gjing
Pressure GEA Setting | Pressure Body Type
pressire Weight [ Chain | Wire [Synthetic (TyPe 1)
Diameter X Length E R p Net | Net Fi)E)er Net
(ft X ft) (mm X mm) | (kips) | (kips) | (kips) |(kips/ft})| (psi) | (psi) | (Ibs) | (lbs) | (Ibs) | (Ibs) | (lbs)
16X 3 500 X 1000 | 11.6 | 59 | 19.1 | 3.58 - 36.3 53| 243 66| 44 75
2X 3 600 X 1000 | 11.6 | 8.1 221 | 3.41 - 36.3 60| 265 66| 49 84
23X 5 700 X 1500 | 11.6 | 17.7 | 40.5 | 3.64 - 36.3 104 331 88| 82 126
3X 5| 1000 X 1500 | 11.6 | 33.2 | 53.8 | 3.29 - 36.3 168 441 176 | 112 223
3X 7| 1000 X 2000 | 11.6 | 46.5 | 76.1 | 3.58 - 36.3 203| 485| 309| 126 258
4X 7| 1200 X 2000 | 11.6 | 64.9 | 87.8 | 3.41 - 36.3 298 706 419| 150 353
44X 8| 1350 X2500 | 11.6 | 105 126 | 3.50 - 36.3 452 772 441 - 540
5X10 | 1500 X 3000 | 11.6 | 158 171 3.58 - 36.3 611 | 1169| 772 - 699
5.6 X10 | 1700 X 3000 | 11.6 | 197 189 | 3.46 - 36.3 697 | 1279 970 - 785
7X12 | 2000 X 3500 | 11.6 | 317 | 259 | 3.46 - 36.3 911| 2139| 1521 - 1043
8 X 13 | 2500 X 4000 | 11.6 | 683 | 408 | 3.70 | 33.4 | 43.5 | 2227 | 2756 | 2007 - 2624
8X 18 | 2500 X 5500 | 11.6 | 972 | 597 | 4.01 | 33.4 | 43.5 | 2712| 4101 | 2580 - 3219
11 X 15 | 3300 X 4500 | 11.6 | 1210 | 557 | 3.52 | 33.4 | 43.5 | 3793 | 3793| 2822 - 4608
11 X21 | 3300 X6500 | 11.6 | 1869 | 891 3.93 | 334 | 435 | 4851 | 5689 | 4388 - 5667
11 X35 | 3300 X 10600| 11.6 | 3160 | 1554 | 4.28 | 33.4 | 43.5 | 6681 |10275| 7277 - 7762
15X 30 | 4500 X 9000 | 11.6 | 4896 | 1699 | 3.95 | 33.4 | 43.5 | 9658 |11995| 7894 - -
15X 40 | 4500 X 12000| 11.6 | 6670 | 2360 | 4.16 | 33.4 | 43.5 |11753|15501 |11532 - -
Table 6-4(b) Pneumatic 80 Popular Non Standard Sizes
— . Weight of Net Type (Type I) |
o | oy R;Jactlon ; Hull Safety oo Weolfgm
Nominal Size Internal | A2SOION atO(:‘.c:A ;ZS;: Valve | Testing FZF; der | Approx. Weight of Net | gjing
Pressure GEA Setting | Pressure Body T
. pressie Weight [ Chain | Wire [Synthetic|(Type 1)
Diameter X Length E R p Net | Net Fi{)er Net
(ft X ft) (mm X mm) | (kips) | (kips) | (kips) | (kips/ft?)| (psi) | (psi) | (Ibs) | (bs) | (Ibs) | (lbs) | (Ibs)
1.3X 5 400 X 1500 | 11.6 6.6 | 25.7 | 4.09 - 36.3 53 - - - 75
2X 4 600 X 1200 | 11.6 | 10.3 | 27.5 | 3.58 - 36.3 66 - - - 90
26 X 4 800 X 1200 | 11.6 | 17.0 | 344 | 3.29 - 36.3 110 | 529 - - 132
4X 6| 1200X 1800 | 11.6 | 56.8 | 77.4 | 3.29 - 36.3 280 | 684 - - 335
44Xx12 | 1350 X 3500 | 11.6 | 157 | 189 | 3.81 - 36.3 576 | 1323 - - 664
5X 8| 15002500 | 11.6 | 126 | 137 | 3.41 - 36.3 538 | 970 - - 626
7X10 | 2000 X 3000 | 11.6 | 263 | 215 | 3.29 - 36.3 827 | 1985 - - 959
7 X 15 | 2000 X 4500 | 11.6 | 431 351 3.68 - 36.3 | 1076 | 2668 - - 1208
8X25 | 2500 X 7700 | 11.6 | 1391 | 872 | 4.24 | 33.4 | 43.5 | 3418 | 6681 - - 3925
11 X28 | 3300 X8600 | 11.6 | 2517 | 1223 | 4.16 | 33.4 | 43.5 | 5777 | 8181 - - 6858
15X 21 | 4500 X6400 | 11.6 | 3335 | 1122 | 3.58 | 33.4 | 43.5 | 8291 | 8622 - - -

Note: 1. Figures on the table comply with requirements of ISO17357.

2. Weight of fender body and net may vary =10%.
3. Special sizes are available upon request.

YOKOHAMA FLOATING FENDERS PNEUMATIC 50 & 80




6.2.5 Light-Weight
y Guaranteed | o oo Hull .
Nominal size Ir:?ét:ﬁgl Atlfsr:)er;:)%i);n Fi?ccé c;t PresL;ure Testing gl\{ﬁg?.;g;
Pressure GEA (el Il Pressure (Type )
Diameter X Length E R p
(mm X mm) (kPa) (kNm) (kN) (kPa) (kPa) (kPa)
500 X 1000 80 8 85 174 250 24
1000 X 1500 80 45 239 160 250 65
(U.S.Customary)
Guaranteed .
Nominal size il Energy IR:(e;?g;I(;rt] Pr:susltljre Testing Weight o
Internal Absorption GEA at GEA Pressure Sling Type
Pressure GEA (Type I)
Diameter X Length E R p
(ft X ft) (mm X mm) (psi) (ft-kips) (kips) (kips/ft?) (psi) (Ibs)
1.6 X3 500 X 1000 11.6 59 19.1 3.58 36.3 53
3X5 1000 X 1500 11.6 33.2 53.8 3.29 36.3 143
6.2.6 Low-Pressure
Guaranteed .
Nominal size | Initial Energy IFzg?getzl(:t] Pr(:susllljre Testing Weight <
nternal Absorption GEA at GEA Pressure Sling Type
Pressure GEA (Type T)
Diameter X Length E R p
(mm X mm) (kPa) (kNm) (kN) (kPa) (kPa) (kPa)
2500 X 9100 10 676 1901 88 40 1190
3300 X 12700 10 1565 3439 89 40 1930
(U.S.Customary)
Guaranteed .
Nominal size | Initial Atlfsr:)ir%y Eﬁ?cig? Pr;lglljre ?/:;t\e/tg Testing Weight of
nternal puon | ~ea at GEA . Sling Type
Pressure | GEA Psr:;t;:?e AR (Type T)
Diameter X Length E R p
(ft X ft) (mm X mm) (psi) (ft-kips) (kips) (kips/ft?) (psi) (psi) (Ibs)
8 X 30 2500 X 9100 1.5 499 427.7 1.81 - 5.8 2624
11 X 42 | 3300 X 12700 15 1155 773.8 1.83 - 5.8 4366
6.2.7 Hydro-Pneumatic (U.S.Customary)
Nominal size ":?:rﬁ; Weight of Nominal size “:?eltrlslﬂ Weight of
Diameter X Length | Pressure gy Diameter X Length Pressure Body
(mm X mm) (kPa) (kg) (ft X ft) (mm X mm) (psi) (Ibs)
2000 X 6000 50 1000 7 X 20 2000 X 6000 7.3 2205
2500 X 9100 50 2200 8 X 30 2500 X 9100 7.3 4851
3300 X 6500 50 3000 11 X 21 3300 X 6500 7.3 6615
3300 X 8600 50 3600 11 X 28 3300 X 8600 7.3 7938
3300 X 10600 50 4100 11X 35| 3300 X 10600 7.3 9041
4500 X 9000 50 5810 15X 30 | 4500 X 9000 7.3 12811
4500 X 12000 50 7680 15X 40 4500 X 12000 7.3 16934
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6.3 Safety Design and Pressure Requirements

6.3.1 Over-compression

The guaranteed energy absorption of Yokohama Pneumatic Rubber Fenders is the energy

absorption at 60% deflection. This figure should be observed in engineering design and in
actual operation. However, even if the fender is accidentally over-deflected beyond this
guaranteed value, the Yokohama Pneumatic Rubber Fender has a wide safety margin as
shown in Fig.6-4 and Table 6-5 below. These curves and table express the capacity for
energy absorption and reaction force until the time of ultimate deflection when the
deflection of fender reach the largest diameter of mouthpiece metal parts. This is shown
by using the guaranteed energy absorption and reaction force as the index value of 1.
The figures and table show the wide safety margin of our pneumatic fenders in absorbing
energy and low reaction force.
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Table 6-5 Safety Design at Over-compression
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Fig.6-4 Safety Design at Over-compression

At Guaranteed | At Safety Valve At Deflection
Energy Operating Point — — limited by Mouthpiece
Absorption (Approx) Metal (Approx.)

With Safety Valve (SV):
Energy Absorption (Index) 1.0 1.3 1.6 2.0 2.3
Reaction Force (Index) 1.0 1.2 1.2 1.2 1.2
Internal Pressure (kPa) 146 175 175 175 175
DEF (%) 60 (%) 65 (%) 70 (%) 75 (%) 80 (%)
Without Safety Valve (SV):
Energy Absorption (Index) 1.0 1.3 1.7 2.1 2.7
Reaction Force (Index) 1.0 1.2 1.5 2.0 2.6
Internal Pressure (kPa) 146 175 215 274 367
DEF (%) 60 (%) 65 (%) 70 (%) 75 (%) 80 (%)

Note: 1. Table shows study results based on a ¢ 3300 X 6500L pneumatic 50 fender.
2. They are studied based on the condition that air release capacity of the safety valve is not exceeded.
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6.3.2 Endurable Pressure at 0% and 60% Deflection
Minimum endurable pressure, the safety valve pressure and the test pressure for each
size of Pneumatic 50 and Pneumatic 80 are shown below.

Table 6-6 Pressure Requirements (Pneumatic 50)

Nominal size Internal pressure Minimum endurable pressure | Safety-valve | Test pressure
Diameter X Length | at 0% at 60% at 0% at 60% pressure at 0%
deflection deflection deflection deflection setting deflection
(mm X mm) (kPa) (kPa) (kPa) (kPa) (kPa) (kPa)
500 X 1000 50 132 300 462 - 200
600 X 1000 50 126 300 441 - 200
700 X 1500 50 135 300 473 - 200
1000 X 1500 50 122 300 427 - 200
1000 X 2000 50 132 300 462 - 200
1200 X 2000 50 126 300 441 - 200
1350 X 2500 50 130 300 455 - 200
1500 X 3000 50 132 300 462 - 200
1700 X 3000 50 128 300 448 - 200
2000 X 3500 50 128 300 448 - 200
2500 X 4000 50 137 350 480 175 250
2500 X 5500 50 148 350 518 175 250
3300 X 4500 50 130 350 455 175 250
3300 X 6500 50 146 350 511 175 250
3300 X 10600 50 158 350 553 175 250
4500 X 9000 50 146 350 511 175 250
4500 X 12000 50 154 350 539 175 250

Table 6-7 Pressure Requirements (Pneumatic 80)

Nominal size Internal pressure Minimum endurable pressure | Safety-valve | Test pressure
Diameter X Length at 0% at 60% at0% at 60% RIESSEE at0%
deflection deflection deflection deflection setting deflection
(mm X mm) (kPa) (kPa) (kPa) (kPa) (kPa) (kPa)
500 X 1000 80 174 480 609 - 250
600 X 1000 80 166 480 581 - 250
700 X 1500 80 177 480 620 - 250
1000 X 1500 80 160 480 560 - 250
1000 X 2000 80 174 480 609 - 250
1200 X 2000 80 166 480 581 - 250
1350 X 2500 80 170 480 595 - 250
1500 X 3000 80 174 480 609 - 250
1700 X 3000 80 168 480 588 - 250
2000 X 3500 80 168 480 588 - 250
2500 X 4000 80 180 560 630 230 300
2500 X 5500 80 195 560 683 230 300
3300 X 4500 80 171 560 599 230 300
3300 X 6500 80 191 560 669 230 300
3300 X 10600 80 208 560 728 230 300
4500 X 9000 80 192 560 672 230 300
4500 X 12000 80 202 560 707 230 300
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The minimum endurable pressures at 0% compression and 60% compression are the
most important parameter in the design of a pneumatic fender. Therefore, more than
twenty prototype fenders have been burst to establish the design standard to keep this
pressure strength for all Yokohama Pneumatic Rubber Fenders.

(a) Burst test at 0% deflection (b) Burst test at 60% deflection

Fig.6-5 Burst Tests for Yokohama Pneumatic Rubber Fender
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6.4 Fender Compression Speed

Performance requirements of reaction force and energy absorption for Yokohama
Pneumatic Rubber Fenders are basically evaluated for static conditions with a constant
slow compression speed of 0.001m/s. However, during actual ship berthing operations,
the Yokohama Pneumatic Rubber Fenders are dynamically compressed at speeds over
0.05m/s. The Fig.6-6 below shows the effect of compression speed at 60% deflection
against the static rated values on reaction force and energy absorption. The reaction force
and energy absorption increase together with compression rate. In actual ship berthing
conditions those values are about 20% higher compared to those of static compression.
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Fig.6-6 Compression Speed Effect on Performance for Yokohama Pneumatic Rubber Fenders
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6.5 Temperature Effect

The performance of Yokohama Pneumatic Rubber Fenders is engineered based on air
pressure. Therefore, the performance of the fenders is stable relative to temperature
variations when the initial internal pressure is set to be the specified pressure.

YOKOHAMA FLOATING FENDERS PNEUMATIC 50 & 80




7. FENDER SELECTION

7.1 Ship-to-Ship

The fender selection procedure for ship-to-ship operations is outlined below.

Two ship types, sizes and weather conditions such as Calm, Moderate and Rough are
initially confirmed.

7.1.1 OCIMF Table Selection

Equivalent displacement coefficient; "C" is calculated, and fenders are selected tentatively
by using the table in OCIMF Ship-to-Ship Transfer Guide; "OCIMF Table Selection",
Table 7-1. In this case, initial internal pressure of the fender shall be 50kPa (Pneumatic
50). The selections are designed based on Calm weather condition, therefore if the
weather is confirmed as Calm, the fender system can be simply selected from the tables.

Table 7-1 Quick Reference Guide to Fender Selection for STS Operations

PETROLEUM
Equivalent
Displacement Relative Velocity Berthing Energy Suggested Fenders
Coefficient (C)

Tonnes m/s Tonnes.m Diameter X Length (m) Quanitity
1,000 0.30 2.4 1.0X 2.0 3 or more
3,000 0.30 7.0 15X 3.0 7
6,000 0.30 14.0 25X55 ”

10,000 0.25 17.0 25X55 ”
30,000 0.25 40.0 3.3X 6.5 4 or more
50,000 0.20 48.0 3.3X6.5 7

100,000 0.15 54.0 3.3X6.5 7

150,000 0.15 71.0 3.3X65 5 or more

200,000 0.15 93.0 3.3X6.5 4

330,000 0.15 155.0 45X9.0 4 or more

500,000 0.15 231.0 45X9.0 4

LIQUIFIED GAS
Equivalent
Displacement Relative Velocity Berthing Energy Suggested Fenders
Coefficient (C)

Tonnes m/s Tonnes.m Diameter X Length (m) Quanitity
1,000 0.30 4 1.0X 20 3
3,000 0.30 12 15X 3.0 3
5,000 0.30 24 20X 3.5 3
8,000 0.25 25 20X 3.5 3

20,000 0.25 61 33X 45 3
40,000 0.20 74 3.3X45 4
80,000 0.15 78 3.3X 45 4

Notes: 1. "Ship-to-Ship Transfer Guide (Petroleum), 4th edition, 2005, OCIMF"
2. "Ship-to-Ship Transfer Guide (Liquefied gases), 2nd edition, 1995, OCIMF"

2X DisplacementShipA x DisplacementShipB

8."C"is caloulated as per equation; C= DisplacementShip A + DisplacementShipB

4. If the C is between two coefficients, the fender size shall be selected for the larger coefficient. in the tables.
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7.1.2 Berthing Energy Selection

Berthing energy of the two ships is then calculated; "Berthing Energy Selection".

If energy absorption capacity of the tentative selected fender (Ef) is larger than the
calculated berthing energy (E), it is confirmed that a suitable fender selection has been
made. If the fender energy absorption capacity is less than the calculated berthing
energy, the tentatively selected fender shall be upgraded.

7.1.3 Fender Selection procedure
Fender selection procedure for ship-to-ship operations is illustrated below.

Ship Types, Ship Sizes and Conditions
Relative Approaching Velocity (V) determined from
Weather Conditions (Calm, Moderate, and Rough)

!
OCIMF Table Selection Berthing Energy Selection
Equivalent Displacement Coefficient; Berthing Energy ;
C= 2:Wy-Wpg 1 ‘
Wa+Wg E= 7WVAB-V3We x SF

WAf DIspIacement of ShIp-A WonWom

Wa: DlsplacenIent of Ship-B Wyap= m
Fender Selection by C based on Table 7-1 or
Table 7-2 Wya=Wa + CuaWyp= Wg * Cup
(Max. Fender Energy Absorption; Ef)

Max. Fender Energy Ef > Berthing Energy; E

Suitable Fender Selected ‘ ‘ Fender to be upgraded

Fig.7-1 Fender Selection for Ship-to-Ship Usage

7.1.4 Equivalent Displacement Coefficient

The equivalent displacement coefficient will vary depending on each ship particulars
and the type of Ship-to-Ship operation. The three types of Ship-to-Ship operations are
described in Table 7-2 below.

Table 7-2 Quick Reference Guide to Fender Selection for STS Operations

Ship-A Larger Ship Ship-B Smaller Ship
(i)  Full-Full berthing Discharging ship; (Full) Receiving ship (Full)
(i) Ordinary lightering Discharging ship; (Full) Receiving ship (Ballast)
(i) Reverse lightering Receiving ship; (Ballast) Discharging ship (Full)
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It is obvious from Fig.7-2 below that ship’s displacement at the ordinary lightering or the
reverse lightering operation is smaller compared to that for the full-full berthing,
however, at the worst condition when the two vessels are both almost full, the
displacement become similar to condition of the full-full berthing and therefore the
fender system should be selected considering the full-full berthing even in case of the
ordinary lightering and the reverse lightering operation.

(i) Full Covered Berthing

Ship-A Ship-B
- J T
Full-Loaded Full-Loaded
(ii) Ordinary lightering
Ship-A Ship-B Ship-A Ship-B
Discharging Ship  Receiving Ship Discharging Ship Receiving Ship

VLCC oil VLCC 0“&
I — | J

—

—

Full-Loaded Ballast

Almost Full-Loaded Almost Full-Loaded
The worst condition

(iii) Reverse lightering

Ship-A Ship-B Ship-A Ship-B
Receiving Ship Discharging Ship Receiving Ship  Discharging Ship
oil
VLCC oil
VLCC
;J J \ J
| —
Ballast Full-Loaded Almost Full-Loaded Almost Full-Loaded

The worst condition

Fig.7-2 Equivalent Displacement Coefficient in Ship-to-Ship Operations

YOKOHAMA FLOATING FENDERS PNEUMATIC 50 & 80



7.1.5 Berthing Energy

The berthing energy needs to be calculated considering weather conditions, categorized
by the three conditions Calm, Moderate and Rough, and the approaching velocities to
calculate the berthing energy are assumed to be as shown in Table 7-3 and Fig.7-3.
These are obtained from various industry references and standards. The three different
weather conditions are defined by sea state and significant wave height as shown in
Table 7-3.

This table shows figures for tankers, but it can be applied to other kinds of ships, if their
virtual weights correspond to those in the table.

Table 7-3 Relative Approaching Velocity for Each Weather Condition in STS Operations

Calm Moderate Rough
DWT Sea State:0-3 Sea State:4 Sea State:5
Wave Height (m):0-1.25 Wave Height (m):1.25-2.5 Wave Height (m):2.5-4.0
Less than 10,000 0.30 m/s 0.50 m/s
10,000— 50,000 0.25 m/s 0.40 m/s
50,000— 100,000 0.20 m/s 0.30 m/s
Over 100,000 0.15 m/s 0.25 m/s
0.6 I
Calm
0.5 ~ Moderate
Rough
0.4
w
€ o3
=
0.2
0.1

50,000 100,000 150,000 200,000 250,000 300,000 350,000 400,000

(DWT)
(a) Petroleum and others

0.6 [ [
Calm
0.5 - Moderate
Rough
0.4
Q
e 0.3
>
0.2
0.1
0.0 . P P P P P
- 20,000 40,000 60,000 80,000 100,000 120,000

(@M
(b) Liquefied Gases

Fig.7-3 Relative Approaching Velocity Based on Weather Condition in STS Operations
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7.1.6 Safety factor
A safety factor (SF) value from 1.0 to 2.0 for the berthing energy shall be considered for
abnormal berthing conditions.

7.1.7 Fender upgrade

When the fenders need to be upgraded, increasing the fender diameter is preferable.
Increasing the length or initial internal pressure from pressure 50kPa to 80kPa is not
recommended. If the length or internal pressure is increased, the reaction force and energy
absorption are increased. However, the gradient of the curves become steeper without
providing any significant increase in allowable compression capacity as shown in Fig.7-4.
On the other hand, in the case of using a larger diameter fender keeping the pressure
50kPa, the performance curves of the fenders have almost the same gradient, and the
allowable compression capacity is increased. Therefore the larger diameter fender is
preferable to keep safe stand-off distance between two ships during berthing and mooring.

7000 - ‘ ‘
6000 [ —— R (kN) 3.3 X 6.5-P50
[ ~—— R (kN) 3.3 X 6.5-P80 4.5 X 9.0-P50
s000 [ R (kN) 3.3 X 10.6-P50 /
Z r —— R (kN) 4.5 X 9.0-P50 Llc }/
8 000f l
s r
2 g 3.3 X 10.6-P50 /~>B/\
c r e E——
S 3000 } \f /L
& N 3.3 X 6.5-P80 /% \ \\
o . - A
o 2000 - A /
1000 / 3.3 X 6.5-P50
i =
ok n L L L M L
0 0.5 1 1.5 2 2.5 3
Compression (m)
Option Increase Diameter Increase Pressure Increase Length
Curve Gradient A B C
Effectiveness Best Acceptable Not Recommendable

Fig.7-4 Fender Performances relating to Size in Length and Diameter, and Initial Internal Pressure

7.1.8 Fender Selection Tables

Tables 7.4 through 7.9 show the fender selection tables for various kinds of tankers
coming alongside lightering ships at three weather conditions; Calm, Moderate and
Rough, for each ship size. In the tables, the berthing energy, equivalent displacement
coefficient and suitable fender system for each case are indicated. This table shows
figures for tankers, but it can be applied to other kinds of ships if their virtual weights
correspond to those in the table.

In the tables, a safety factor SF=1.0 is used, but if a higher SF value is to be considered,
the energy value is to be multiplied by the desired SF value and the fender selected
according to the revised energy value.
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7.1.9 Fender Selection by Numerical Simulation for Two Ships Berthing and Mooring
Fender quantity and size will be determined by calculating the berthing energy, derived
from the calculated virtual mass and the relative berthing speed between the two ships.

In some cases large ship motions are induced by waves, wind and current.
Consequently, excess loads are given to the fenders. In severe weather conditions,
fenders used for ship berthing or ship mooring need to be selected after a more thorough
investigation of the ship's motions under dynamic conditions. Furthermore, when two
ships are moored together during STS operations, not only the fenders but also the
system of mooring lines needs to be studied as it has the important role of keeping a
proper standoff distance between the two ships.

The Yokohama Rubber Co., Ltd. developed the numerical simulation software IAMOS
(Integrated Approach, Mooring and Operation Simulation for Ship/FPSO to Ship
Operation), and will provide the analysis for customers on special request. Fig.7-5
through 7-8 show details of the IAMOS process.

‘ Appropriate (or Final) Fender Size, Number and Positions

I

Change of Fender Condition ‘ Simulation Conditions;
External Force Conditions (Waves, Wind, Current) Approaching Condition

l

| Computer Simulation (IAMOS) |

Results ;
Time Series (Ship Motions, Fender Loads, Line Tensions, Stand-off Distance)

l
R ST —

Yes

‘ Final Fender Size, Number and Positions ‘

Fig.7-5 Fender Selection by Numerical Simulation (IAMOS) for Ship-to-Ship Usage

o INPUTDATA
Ship Size, Fender Size, | | Mooring Line Size,| | External Conditions Approaching Conditions
Conditions, Number, Number, (Waves, Wind, Current)| | Mooring Conditions
Principal Dim. | | Position Pretension

‘ 3-D Model generated } } Computeréimulations ‘
|
| 1 } Time Series Results ‘

Animation Software

Fig.7-6 Numerical Simulation for Two Ships Berthing and Mooring (IAMOS)
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Wind Waves
Current

Hydrodynamic forces

Hydrodynamic forces

Ship A
(VLCC)

12 12 1 12
Z{Mj +m, ©)} 5, (1) +foj (D)L, t—=T)dT+Y_ D;*x; (1)
J=1 Jj=1 - J=1

12
+3Cyox,(D+ G, =F, (1), (i=1.2........,12)

j=1
Fig.7-7 Applicable Conditions for Two Ships (IAMOS)

(a) Two-Ships Berthing

(b) Two-Ships Mooring

Fig.7-8 Animation Display Results for Two Ships (IAMOS)
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7.2 Ship-to-Jetty

The selection of a pneumatic fender system (sizes and installation methods) for a jetty is
determined based on several design parameters for each ship berthing and mooring
condition.

7.2.1 Fender Selection for Berthing and Mooring of Ships

Ship size and condition, as well as berthing velocity are at first determined.

Then berthing energy "E" is calculated, and a fender is selected based on the berthing
energy requirement.

A safety factor (SF) value from 1.0 to 2.0 for the berthing energy shall be considered for
abnormal berthing conditions. Fender selection procedure for ship-to-jetty operations is
illustrated as Fig.7-9 below.

E=%W-V2XCEXC,,,XCS><CCXSF

: Ship berthing energy (kNm)
: Displacement (ton)

: Berthing velocity (m/s)

: draft (m)

: Breadth (m)

: Eccentricity factor

Qwa<=sm

Cm : Virtual mass factor, C,,= 1+ %
Cs : Softness coefficient
Cc : Berth configuration factor

SF : Safety factor

Fender Selection

Ship Types, Ship Sizes and Conditions
Berthing Velocity (V) based on Weather
Condition (Calm, Moderate, or Rough)

i
Berthing Ship | Berthing Energy ;
E= %W.Vgxcexcm x Cyx Cox SF
i

Max. Fender Energy Ef > Berthing Energy ; E

‘ Suitable Fender Selected ‘

Fig.7-9 Fender Selection for Ship-to-Jetty Usage
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7.2.2 Berthing Energy Tables
Tables 7-11 through 7-17 show the berthing energy for various kinds of ships and sizes
at different approaching speeds corresponding to Calm, Moderate and Rough weather

conditions as shown in Table 7-10.

In the tables, a safety factor SF=1.0 is used, and if a higher SF value is to be considered,

the energy value is to be multiplied by the desired SF.

Table 7-10 shows figures for tankers, but it can be applied to other kinds of ships, if their

virtual weights correspond to those in the table.

Table 7-10 Berthing Velocity for Ship-to-Jetty Operations

DWT Calm
Less than 10,000 — 0.15m/s
10,000— 50,000 — 0.12m/s
50,000—100,000 — 0.10 m/s
Over 100,000 — 0.10 m/s

Table 7-11 Berthing Energy for Qil Tanker (kNm)

Moderate

Rough

0.40 m/s —

0.30 m/s —

0.20 m/s —

0.20 m/s —

Calm condition - Moderate condition

YOKOHAMA FLOATING FENDERS PNEUMATIC 50 & 80

oW — Vi) | 510 | 012
1,000 2,849 71| 103
2,000 5,486 137 | 198
3,000 8,042 201 | 290
4,000 10,573 264 | 381
5,000 13,064 327 | 470
6,000 15,533 388 | 569
8,000 20,427 511 | 735
10,000 25,136 62.8
12,000 30,013 75.0
15,000 36,966 92.4
20,000 48,590 121
25,000 60,017 150
30,000 71,427 179
40,000 93,856 235
50,000 118,692 297
60,000 144,622 362
80,000 181,483 454
100,000 224,293 561
120,000 265,315 663
150,000 328,475 821
200,000 430,676 | 1,077
250,000 532,685 | 1,332
300,000 632,820 | 1,582
330,000 693,880 | 1,735
370,000 773,508 | 1,934

566 | 1,005

675 | 1,201

832 | 1,479

1,093 | 1,944

1,350 | 2,401

1,607 | 2,857

2,112 | 3,754

1,855 | 2,671 4,748

1,446 2,260 | 3,254 | 5,785
1,815 2,836 | 4,083 | 7,259
2,243 3,505 | 5,047 | 8,972
2,653 4,146 | 5,970 | 10,613
3,285 5132 | 7,391 | 13,139
4,307 6,729 | 9,690 | 17,227
5,327 8,323 | 11,985 | 21,307
6,328 9,888 | 14,239 | 25,313
6,939 | 10,842 | 15,612 | 27,755
7,735 | 12,086 | 17,404 | 30,940

Rough condition



Table 7-12 Berthing Energy for Gas Carrier (kNm)

or ™ 010 | 012 | 015
1,000 4454 | 1.0 | 160 | 25.1
2,000 8183 | 205 | 205 | 460
3,000 11,672 | 202 | 420 | 657
4,000 15031 | 376 | 541 | 845
5,000 18191 | 455 | 665 | 102
6,000 21,384 | 535 | 77.0 | 120
8,000 27,586 | 69.0 | 99.3
10,000 33604 | 840 | 121
12,000 30440 | 986 | 142 887 | 1,578
15,000 47,921 120 | 173 1,078 | 1,917
20,000 61,687 154 | 222 1,388 | 2,467
25,000 75,086 188 | 270 1,689 | 3,003
30,000 88,121 220 | 317 1,983 | 3,525
40,000 109372 | 273 | 394 2461 | 4375
50,000 120723 | 324 2,919 | 5,189
60,000 149,117 | 3783 3,355 | 5965
80,000 185,834 | 465 4,181 | 7,433
100,000 221,472 | 554 4,983 | 8,859

Table 7-13 Berthing Energy for Bulk Carrier (kNm)

oW ™l 010 | 012 | 015
1,000 2,757 6.9 9.9
2,000 5,290 13.2 19.0
3,000 7,743 19.4 27.9
4,000 10,154 254 36.6
5,000 12,508 31.3 45.0
6,000 14,859 37.1 5815!
8,000 19,464 48.7 70.1
10,000 23,936 59.8 957
12,000 28,403 71.0 639 1,136
15,000 35,185 88.0 792 1,407
20,000 46,054 115 1,036 1,842
25,000 56,728 142 1,276 | 2,269
30,000 67,389 168 1,516 | 2,696
40,000 88,325 221 1,987 | 3,533
50,000 108,145 270 2,433 | 4,326
60,000 131,611 329 2,961 5,264
80,000 169,503 424 3,814 | 6,780
100,000 209,372 523 4,711 8,375
120,000 248,131 620 5,683 | 9,925
150,000 306,202 766 6,890 | 12,248
200,000 401,077 1,003 9,024 | 16,043
250,000 494,051 1,235 11,116 | 19,762
300,000 586,918 1,467 13,206 | 23,477
Calm condition - Moderate condition Rough condition
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Table 7-14 Berthing Energy for General Cargo Ship (kNm)

oWt e Vs | 910 | 012 | 015

1,000 2,908 73 | 105 | 164

2,000 5,672 142 | 204 | 319

3,000 8,395 210 | 302 | 47.2

4,000 11,065 277 | 398 | 622

5,000 13,714 343 | 494 | 771

6,000 16,356 409 | 589 | 920

8,000 21,558 539 | 776 | 121

10,000 26,715 66.8 9%

12,000 31,894 797 | 115 718 | 1,276
15,000 39,514 988 | 142 889 | 1,581
20,000 52,221 131 188 1,175 | 2,089
25,000 64,629 162 | 233 1,454 | 2,585
30,000 77,090 193 | 278 1,735 | 3,084
40,000 101,768 254 | 366 2290 | 4,071
50,000 126,208 316 2,840 | 5,048

Table 7-15 Berthing Energy for Container Ship (kNm)

owr wir—™ | 010 | 012 | 015
7,000 18,273 45.7 65.8 103
8,000 20,699 51.7 74.5 116
10,000 25,734 64.3 92.6
12,000 30,782 77.0 111 693 | 1,231
15,000 38,115 95.3 137 858 1,525
20,000 50,376 126 181 1,133 | 2,015
25,000 62,504 156 225 1,406 | 2,500
30,000 74,489 186 268 1,676 | 2,980
40,000 98,838 247 356 2,224 | 3,954
50,000 126,047 315 2,836 | 5,042
60,000 145,611 364 3,276 | 5,824
80,000 186,920 467 4,206 | 7,477
100,000 227,756 569 5125 | 9,110
Calm condition - Moderate condition Rough condition
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Table 7-16 Berthing Energy for Passenger Ship (kNm)

o wi—™ | 040 | 042 | 015

1,000 1,468 37 | 53 | 83

2,000 2,807 70 | 1041 | 158

3,000 4120 103 | 148 | 232

4,000 5,394 135 | 194 | 303

5,000 6,654 166 | 240 | 374

6,000 7,895 197 | 284 | 444

8,000 10,360 259 | 373 | 583

10,000 12,795 320 | 464

12,000 15207 380 | 547 342 | 608
15,000 18737 468 | 675 422 | 749
20,000 24,676 617 | 888 555 | 987
25,000 29,492 737 | 106 664 | 1,180
30,000 34,086 852 | 123 767 | 1,363
40,000 42,826 107 | 154 964 | 1,713
50,000 51,283 128 1154 | 2,051
60,000 59,341 148 1335 | 2,374
80,000 74,952 187 1686 | 2,998

Table 7-17 Berthing Energy for Ferry (kNm)

o w00 | 042
1,000 1,838 4.6 6.6
2,000 3,653 9.1 13.2
3,000 5,469 13.7 19.7
4,000 7,278 18.2 26.2
5,000 9,094 22.7 32.7
6,000 10,901 27.3 39.2
8,000 14,529 36.3 52.3

10,000 18,109 453 65.2
12,000 21,701 54.3 78.1
15,000 27,184 68.0 97.9
20,000 36,153 90.4 130
25,000 45,159 113 163
30,000 54,194 135 195
40,000 72,336 181 260
Calm condition - Moderate condition Rough condition
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7.2.3 Fender Selection by Numerical Simulation for Ship Motions Moored along Jetty
Fender quantity and size will be determined by calculating the berthing energy, derived
from the calculated virtual mass and berthing speed.

During mooring of a ship, large ship motions are induced by waves, especially

long-period waves and harbor oscillations, and in some cases breaking accident of
mooring lines or fenders occur. In order to check for a suitable fender and mooring
system under severe weather conditions, a computer simulation for evaluating ship
motions and mooring loads on fenders and mooring lines under dynamic condition
should be conducted.

The YOKOHAMA RUBBER CO., LTD. developed the numerical simulation software
IMOS (Integrated Mooring and Operation Simulation for Ship to Jetty Operation) and will

Appropriate (or Final) Fender Size, Number and Positions

|

Change of Fender Condition ‘ Simulation Conditions
External Force Conditions (Waves, Wind, Current) Harbor layout,
Jetty construction Mooring Line Condition

l

| Computer Simulation (IMOS) |

Results
Time Series (Ship Motions, Fender Loads, Line Tensions, Stand-off Distance)

l
- T —

Yes

‘ Final Fender Size, Number and Positions ‘

Fig.7-10 Fender Selection by Numerical Simulation (IMOS) for Ship-to-Jetty Usage

=
EELENOANG INTAN
PCET MEL ANS

bounded (set-down) wave

Fig.7-11 Mooring Line Accident during Long-period Waves
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INPUT DATA

Ship Size, Fender Size, | | Mooring Line Size,| | External Conditions Approaching Conditions

Conditions, Number, Number, (Waves, Wind, Current)| | Mooring Conditions

Principal Dim. | | Position Pretension :
‘ 3-D Model generated } } Computeréimulations ‘

Time Series Results ‘

‘ Animation Software

Fig.7-12 Numerical Simulation for Ship Motions Moored along Jetty (IMOS)
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Fig.7-13 Applicable conditions for Ship moored along Jetty (IMOS)
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Fig.7-14 Simulation Results of Harbor Oscillations and Moored Ship Motions (IMOS)

YOKOHAMA FLOATING FENDERS PNEUMATIC 50 & 80




7.3 Required Data for Securing Fenders

If assistance is required in selecting the proper fender for a particular application, select
the appropriate data sheet and submit the completed sheet together with your query.

7.3.1 Ship-to-Ship Use

Fender Selection Data Form for Ship-to-Ship Use
1. Location of site
2. Potential sea state
3. Potential beaufort scale
4. Type of lightering
e.g. ordinary lightering or reverse lightering
5. Water depth around STS ops. m (ft)
Ship-A Ship-B
6. Type of ship
e.g. tanker, ore carrier, gas carrier, etc.
7. Role of lightering
e.g. discharging ship (STBL), receiving ship
Displacement tonnage (full loaded) ton ton
. Displacement tonnage (at start of STS ops.) ton ton
10. Gross tonnage (GT) GT GT
11. | Dead weight tonnage (DWT) DWT DWT
12. Length of ship (over-all length) (Loa) m (ft) m (ft)
T || 13. Length of ship (length between P.P.) (Lpp) m (ft) m (ft)
===== 14. Beam m (ft) m (ft)
====3 15. Depth m (ft) m (ft)
HE.'EEI 16. | Draft (full loaded) m (ft) m (ft)
I.ELI.'E_.I 17. Draft (at start of STS ops.) m (ft) m (ft)
==Efﬂ 18. Freeboard when coming in contact m (ft) m (ft)
===.= 19. Relative approaching velocity of ships m/s (ft/s)
I===, 20. | Mooring line sizes mm
21. Mooring line pretensions mm
22. Number of mooring lines
23. Other information
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7.3.2 Ship-to-Jetty Use

Fender Selection Data Form for Ship-to-Jetty Use

1. Location of site
2. Loading or unloading berth
Large ship Small ship
3. Type of ship
e.g. tanker, ore carrier, gas carrier, etc.
4, Displacement tonnage (full loaded) ton ton
5. Disp. tonnage when coming in contact ton ton
6. Gross tonnage (GT) GT GT
7. Dead weight tonnage (DWT) DWT DWT
8. Length of ship (over-all length) (Loa) m (ft) m (ft)
9. Length of ship (length between P.P.) (Lpp) m (ft) m (ft)
10. | Beam m (ft) m (ft)
11. Depth m (ft) m (ft)
12. Draft (full loaded) m (ft) m (ft)
13. Draft when coming in contact m (ft) m (ft)
14. Freeboard when coming in contact m (ft) m (ft)
15. Berthing velocity to dock m/s (ft/s) m/s (ft/s)
16. Berthing angle degree degree
17. Required energy kNm (ft-kips) kNm (ft-kips)
18. Berthing point of ship from bow end m (ft) m (ft)
19. Kind of docks
e.g. jetty or quay, dolphins, etc.
20. Top level from sea bed m (ft)
21. Bottom elevation from sea level if bottom is
elevated from sea bed m (ft)
22. Length of jetty or quay m (ft)
23. Width of dolphin m (ft)
24. Height of dolphin m (ft)
25. Number of dolphins Dolphins
26. Spacing of dolphins m (ft)
27. Permissible reaction force of dock ton (kips)
28. Permissible hull pressure ton/m2(kips/ft2)
29. Permissible standoff of fender m (ft)
30. Tidal range: HWL, High water level m (ft)
LWL, Low water level m (ft)
31. Water depth around dock m (ft)
32. Maximum wave height at mooring m (ft)
33. Swell period m (ft)
34. Long wave period sec
35. Maximum wind speed at mooring sec
36. Drawings: Attached or not
37. Required fender type
Floating fender, ABF-P, others
38. Required quantity of fenders
39. Mooring line sizes mm
40. Mooring line pretensions ton
41. Number of mooring lines
42. Other information
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8. SHIP-TO-SHIP APPLICATIONS

8.1 Installation examples

Four large-size fenders are usually floated at the water line as primary fenders to absorb
impact energy at berthing and keep proper stand-off distance between two ships.

Two small-size fenders (secondary fenders) are hung high on the hull at both bow and
stern of smaller ship to prevent contact from rolling of ships due to swell and wind. "STS
Transfer Guide", published by the International Chamber of Shipping (OCIMF),

is a good reference for further information. Fig.8-1and 8-2 show the installation examples.

Small size fender

GRS

guy rope
/ Yokohama pneumatic rubber fender

(a) Fenders Rigged in a Continuous String

Small size fender

\ > NS AT ANSA SN

it AN >

guy rope
/ Yokohama pneumatic rubber fender

(wi v
\ g — -

(b) Fenders guyed individually
Fig.8-1 Installation Method in case of Ship-to-Ship Transfer Operations

o e
Fig.8-2 Actual Installation Method in case of Ship-to-Ship
Transfer Operations
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8.2 Equipments

At both ends of the fender, first shackles need to be installed to connect a guy chain or

guy rope, Table 8-1 shows the recommended shackle size for each fender size. The first

shackle at each end is supplied together with the fenders.

Table 8-1 End Shackle for Chain / Wire Net Type & Sling Type

Type of Shackle Shackle
Initial Internal Both Ends
. Pressure of net In Case of Chain q
Size Chain Net Net & Wire Net D (CEE0 @l 122
&
(kPa) Wire Net mm (inches) mm (inches)
50 22 (7/8) SB16 (5/8)
500+ <1000
80 22 (7/8) SB16 (5/8)
50 22 (7/8) SB16 (5/8)
600« <1000
80 22 (7/8) SB16 (5/8)
50 22 (7/8) SB16 (5/8)
700+ 1500
80 22 (7/8) SB16 (5/8)
50 22 (7/8 SB16 (5/8
1000+ «1500 Double Ring (7/8) (5/8)
80 22 (7/8) SB16 (5/8)
50 22 (7/8) SB16 (5/8)
1000+ 2000
80 22 (7/8) SB16 (5/8)
50 25 (1) SB16 (5/8)
1200+ 2000
80 25 (1) SB16 (5/8)
50 25 (1) SB18 (11/16)
1350+ 2500
80 25 (1) SB18 (11/16)
50 SB24 (15/16) SB18 (11/16)
1500+ 3000
80 SB24 (15/16) SB20 (13/16)
50 SB24 (15/16) SB20 (13/16)
1700+ 3000
80 SB24 (15/16) SB20 (13/16)
50 SB24 (1) SB20 (13/16)
2000+ 3500
80 SB28 (1-1/8) SB24 (13/16)
50 ) ) SB32 (1-1/4) SB28 (1-1/8)« 2
2500+ 4000 Towing Ring
80 SB34 (1-5/16) SB30 (1-3/16)« 2
50 SB34 (1-5/16) SB32 (1-1/4)« 2
2500+ 5500
80 SB40 (1-9/16) SB36 (1-7/16) 2
50 SB36 (1-7/16) SB32 (1-1/4)« 2
3300+ 4500
80 SB40 (1-9/16) SB34 (1-5/16)« 2
50 SB44 (1-3/4) SB40 (1-9/16)« 2
3300+ 6500
80 SB48 (1-7/8) SB44 (1-3/4)« 2
50 - -
3300 «10600
80 - -
50 ; - -
4500+ 9000 Special
80 Towing Ring - -
50 - -
4500« +12000
80 - -
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8.3 Installation Photographs

Oil Tanker = 8300 6500L FPSO - 2500 8500L

Oil Storage Ship « 8300+ 6500L Production Platform « 8300 4500L

T F N
Fishing Ship Whaling Factories «+ 8300+ 6500L Fishing Ship
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FPSO « 8300~ €500L

- ]
FPSO - 8300 €500L
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