READ QUT POINT

DIMENSION
MODEL 1
A B c D E F WEIGHT
T2015-TFC-02(Closed Type) 245 | 75 | 320 | 585 | 345 | 148 -
T2015-TFC-01(Closed Type) 371 | 109 | 480 | 696 | 346 | 148 -
T2015-TFS-01(Restricted Type) 260 | 60 | 320 | 6O7 | 297 | 129 -

QUICK COUPLING TYPE

MATERIAL
NO. DESCRIPTION peey|aTY| REMARK
1 | HOUSING ASSY ALG0B1 1

2 | DISPLAY ASSY PCE 1|

3 | SWITCH ASS'Y NYLON 1|

4 | WINDOWASS'Y HARDGLASS | 1 |

5 .TﬁFEPRGTECTIUNHSS'Y SUS316 1 |

6 |SENSORPROBEASSY | SUS316+PEEK | 1 |

1 | TaFE ASSY ETFECOATING | 1 |

& | EARTH DEVIECE - 1|

TITLE

CLOSED TYPE PORTABLE
OIL/WATER INTERFACE DETECTOR

MODEL

T2013-TFC-02
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Specification for Portable Qil/ Water Interface Detetor

Accuracy of uilage, interface detection 2 mm

Indication of level divided by uilage and interface Visible and Audible
Tape length 15M/30M/40M
Tape graduation Metric

Tape resolution Tmm

Diameter of probe TFC-01 24 mm

TFC-02, TFC-01 34 mm

Minimum detectable level 10 mm

Ambient temperature range -20°C to 70°C
Temperature sensor measurement range -20°C to 110°C
Temperature measurement resolution 0.1°C

Accuracy over calibration range +0.1°C (0°C to 60°C)
Temperature3 reading mode C(Celsius) or °F

LCD display 4 -7 Segment

Top Coupling (Connection) PF 2-1/4"TAP
Weight TFC-01 9.0 kg/30M

TFC-02 8.1 kg/30M

TFS-01 6.4 kg/30M

Over rail dimension TFC-01 APP.713x 346 x 177 mm
TFC-02 APP. 585 x 346 x 150 mm

TFS-01 APP. 617 x 297 x 140 mm

Battery 9 Volt (Model : MN1604)

Intrinsically safe type

ExiallB T4

SPECIFICATION DATA

MODEL DESCRIPTION

TFC CAD FORM
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